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POLY-CRETE® SLB
APPLICATION INSTRUCTIONS

IMPORTANT!
Before using Sherwin-Williams High Performance Flooring products, read and understand their accompanying Safety Data Sheet.

STANDARD TERMS AND CONDITIONS OF SALE, INCLUDING STANDARD WARRANTY APPLY - VISIT industrial.sherwin-williams.com/na/us/en/resin-flooring FOR THE LATEST VERSION.

CAUTION! As with all chemical products, individuals may have different reactions to exposure to specific products. This is dependent upon many factors, including the individual’s 
personal characteristics, the size of the installation, the ventilation available, the intensity of the exposure or the length of the exposure. Individuals may experience discomfort during the 

installation process of one product, but not another.

In some cases this is experienced as a skin irritation and in others it is experienced as an inhalant irritation. Typically, it disappears once the exposure is eliminated. In some cases people 
can become “sensitized” to a product and experience the discomfort every time there is exposure without Personal Protective Equipment (“PPE”).

To protect yourself from various exposures or discomfort during the mixing and application of our products, we recommend covering exposed skin including using gloves, long sleeves, 
safety glasses and a respirator such as the 3M 8577 P95 Universal Disposable Carbon Respirator or a cartridge respirator.

Use only as directed. KEEP OUT OF REACH OF CHILDREN.

Do not reseal moisture-contaminated hardener. This will result in carbon dioxide generation or possible violent rupture of container.

PREPARATION OF PLYWOOD FOR APPLICATION OF POLY-CRETE SLB
1.	 Plywood should be new and free of contamination (clean and dry). Marine grade plywood is recommended.

2.	 Installations over existing concrete or substrates with a possible chance of moisture contamination transfer should be isolated using a polyethylene vapor barrier;
all joints should be taped according to manufacturer’s instructions. Raised platforms should have consideration for airbricks in outside walls to reduce the risk of 
excessive dampness.

3.	 It is recommended that 2 layers of plywood be installed offset at joints to reduce flexing between joists. Plywood should be at least ¾" thick.

4.	 Plywood should be positively fastened with high-quality construction adhesive and recessed screws at 6" on center screw pattern.

5.	 Bandage joints using a mixture of RESUFLOR EOC 100% solids epoxy and NO SAG #1, embedding a minimum of 8" of close weave fiberglass matting into the wet resin.

6.	 All key ways should be installed by using a Skil® type saw with a ¼" wide blade set to ¼" deep (Concrete diamond cutting blades will burn and not cut wood).

7.	 Any drain detail must be keyed a minimum 2" away from the drain edge with the outside exposed edge removed to a slope using a wood chisel. Doorway
thresholds should be treated in a similar way to allow a smooth transition for the termination of the material.

8.	 Detail such as cold joints should also be cut using a Skil saw detail as per concrete CAD drawing detail.

9.	 Plywood should be thoroughly vacuumed prior to installation.

TOPCOAT INSTRUCTIONS
POLY-CRETE COLOR-FAST, POLY-CRETE TF PLUS, RESUFLOR GLAZE, RESUFLOR 3741, ACCELERA or RESUFLOR GLAZE SHOP FLOOR WITH ARMOR TOP is used to topcoat 
POLY-CRETE SLB systems. Refer to their respective Product Data Sheets and/or Application Instructions for application details.

CURE
Allow a minimum of 8 hours cure before light foot traffic at 70°F, and a minimum of 24 hours is required at 50°F. Additional time must be allowed for heavier loads or 
lower temperatures. Contact the Sherwin-Williams High Performance Flooring Technical Department for more information.
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COLOR CARD

POLY-CRETE® COLORS

*Poly-Crete Color-Fast in these colors requires a grout coat of Poly-Crete TF Plus to ensure consistent color.
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NOTE: Differences in chemical composition, thickness, application methods and jobsite conditions may cause slight variations of individual 
colors across various products. Colors may also be affected by age, heat and exposure to ultraviolet light from natural sunlight and 
overhead lighting (no-UV stable products). Sherwin-Williams HPF recommends obtaining an actual color sample for best representation.

Poly-Crete MD, MDB, SLB and HF systems and Poly-Crete TF Plus topcoat feature a matte finish. 
Poly-Crete Color-Fast topcoat features a semi-gloss finish and UV stability for color retention.
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https://industrial.sherwin-williams.com/content/dam/pcg/sherwin-williams/resin-flooring/na/us/en-us/pdfs/project-prep-docs/Flooring-Chemical-Resistance-Guide-SW.pdf
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